


NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 3

For this step:
Tools required

[ >¢)

Fittings required

A x8

STEP 4

For this step:
Tools required

- [~
“p @ I Fittings required
-
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B X4
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 5

For this step:

Tools required

q 0

! “\\@B @ p Fittings required

\\\@B

STEP 6

For this step:

° Tools required

o
g
E
e Fittings required
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 7

For this step:

Tools required

<

Fittings required

For this step:

Tools required

Fittings required
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 9
For this step:
s b ~ Tools required
??D
b
(¢
/

Fittings required

STEP 10

For this step:

Tools required

(€]

Fittings required
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 11

For this step:

Tools required

[~

Fittings required

(i

B X8

STEP 12

)
o

For this step:

Tools required

<>

Fittings required
g
H X10
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 13

For this step:

Tools required

X

Fittings required

STEP 14

For this step:

Tools required

<

Fittings required

D x8
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 15

For this step:

Tools required

Fittings required
C x6
w('(.(

E x6

For this step:
:lf Tools required
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 17

For this step:

Tools required

E

Fittings required

STEP 18

For this step:

Tools required

Fittings required
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

STEP 19
For this step:
T o Yeheited
Wall
Cabinet Top
@) Cabinet Top\
P i

Fittings required

| x2
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NERVATA SIDEBOARD ASSEMBLY INSTRUCTIONS

Assembly Completed

Your NERVATA SIDEBOARD is now completely assembled.
Periodically check to ensure that the components are in their proper position, free from damage.

Also, make sure the connectors are tight and secure.

Keep instructions for future reference
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