








WASHING MACHINE DESCRIPTION
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Problem/
error

Indication on the display 
unit and problem 
description

What to do?

F01 Water inflow fault 

F03 Drainage fault 

F04/F05/F06/
F07/F23

Electronic module fault 

F24 Water level reaches 
overflow level

F13 Error while locking the 
door

F14 Error while locking the 
door

Unb Unb Unbalance alarm 

.













7. Noise and remaining moisture content are influenced by the
spinning speed in the spinning phase the higher the noise and the lower the remaining moisture
content.

8. The product information and QR code are reflected in the energy consumption labelthe product
registration information can be obtained by scanning the QR code.

9. The information of standard programmes.

The co 40-60 programme is able to clean normally soiled cotton laundry declared to be1.
washable about 40°C to 60°C together in the same cycle, and that this programme is used to
assess the compliance with the EU ecodesign legislation.

2. The power consumption of the off-mode is 0.49W
3. The most e cient programmes in terms ofenergy consumption are generally those that perform

at lower temperatures and longer duration.
4. Loading the household wash  up to the capacity indicated by the manufacturer for the

respective programmes will contribute to energy and water savings.
5.Correct use of detergent, softeners and other additives. Do not apply excessive detergent.

This may a�ect the washing results adversely.
6. Periodic cleaning, including optimal frequency, and limescale prevention and procedure.

Programme Instructions
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Wi-Fi CONNECTION
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