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Clean the detergent compartment regularly.

38

Style ①

Style ②
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1 2 3
1

4 5

       Pull off the mesh filter   
       from the appliance 
connection with universal 
pliers.

     Close the tap and    
     unscrew the inlet 
hose on the rear of
the appliance.

       Clean the internal     
       mesh filter.

4  Refit the mesh filter  
 again.

  5      
 

 Screw the inlet hose
 on. Turn on the tap 

and ensure that the
connections are 
completely water-tight.

      The water inlet filter collects lime or any sediment that may be in 
water that is supplied to the appliance. 
Clean the inlet filter every six months or so, or more often if the 
water is very hard or contains traces of limescale.

      After every wash,   
      wipe the rubber 
door seal to extend its 
useful life.

     Clean the net filter 
     often under 
running water.

       Use a brush to 
       clean the entire 
appliance rinsing 
section, especially the 
nozzles on the upper 
side of the rinsing 
chamber.

CLEAANING THE WATER INLET FIL TER REGULARLY
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If the machine doesn't have 
a emergency drain pipe, 
place a container under the 
pump filter. 
The style depends on the 
model.
Rotate emergency drain 
pipe plug and remove it 
after it becomes loose Until 
water runs off naturally. 
Reinstall emergency drain 
pipe plug. 

If the machine has a 
emergency drain pipe, pull 
out emergency drain pipe 
of machine. Put end of 
emergency drain pipe into 
a container.

Style1: Press the door cover 
and automatically pop open.
Style2: Open the pump filter 
cap using a suitable tool.
The style depends on the 
model.

      The pump filter must be timely cleaned, especially after 
washing very fleecy, woolly, or very old laundry. 

Place a towel under 
the filter door.
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Problem/
error

Indication on the display 
unit and problem 
description

What to do?

F01 Water inflow fault Check the following:
• Is the water supply tap open and is the

pressure too low?
• Is the water supply hose pinched?

Is the filter on the water supply hose clogged• 
Is the hose frozen?• 

F03 Drainage fault Check the following:
• Is the hose pinched, does the water flow

through it?
Is the filter on the drain hose clogged• 
Is the hose frozen?• 

F04/F05/F06/
F07/F23

Electronic module fault 

Press the" "button again. If the error
reoccurs, call a service technician.

F24 Water level reaches 
overflow level

"Stop the programme by pressing the"
button. Restart the programme.  
If the appliance continues to pump water into  
the tub, close the water tap and call a service  
technician.

F13 Error while locking the 
door

Door is closed, but it cannot be locked. 
Switch off the washing machine. Switch it back 
on and restart the washing programme.
If the error reoccurs, call a service technician.

F14 Error while locking the 
door

Door is closed, but it cannot be unlocked.
Turn off the appliance, then turn it back on. If 
the error reoccurs, call a service technician.

Unb Unb Unbalance alarm 

Switch off the appliance; 

Press the" "button again after exclusion.

Press the" "button again after exclusion.
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Washing Machine

XXXXXXXXX XX kg

XXX-XXXV~    XXHz    XXXXW   IPX4
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Packaging

The symbol

disposing

disposal
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