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INSTALLATION WARNINGS

IMPORTANT: 

IMPORTANT: 

 

IMPORTANT: 

IMPORTANT: Ensure that the electric supply cable is 

IMPORTANT: 

IMPORTANT: 

IMPORTANT: 

IMPORTANT: 

WARNING: 

DURING USAGE

IMPORTANT: This appliance can be used by children 

WARNING: The appliance and its accessible parts 

WARNING: 

CAUTION: 

CAUTION: 

CAUTION: 

CAUTION: 

IMPORTANT: 



IMPORTANT: 

IMPORTANT: 

GENERAL SAFETY WARNINGS

IMPORTANT: 

WARNING: 

IMPORTANT: 

WARNING: 

IMPORTANT: Your appliance is produced in 
accordance with all applicable local and international 

IMPORTANT: 

IMPORTANT: 

IMPORTANT: 

CLEANING AND MAINTENANCE

IMPORTANT:

IMPORTANT: 

WARNING: 

FOR ASSISTANCE CALL  PRODUCT 
SUPPORT 01759 487838.
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RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION

CAUTION: TO REDUCE THE RISK OF ELECTRIC
SHOCK, DO NOT REMOVE COVER
(OR BACK). NO USER-SERVICEABLE
PARTS INSIDE. REFER SERVICING TO
QUALIFIED SERVICE PERSONNEL.

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK,
DO NOT REMOVE COVER (OR BACK).
NO USER-SERVICEABLE PARTS INSIDE.
REFER SERVICING TO QUALIFIED SERVICE
PERSONNEL.
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Installing your Built-in Oven 15

or online at www.bush-support.com If you still require further assistance, call one of our experts on 01759 487838.
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Installing your Built-in Oven
Bringing it all together

Provision for Ventilation
The appliance housing used must provide adequate ventilation. 
For built-in installation, a minimum ventilation space of  
85 – 90mm x 40mm must exist between the rear of the appliance and the back of the housing 
or an adjacent wall.
If a tall housing is to be installed flush with the ceiling, a 20cm² ventilation cut-out must be
provided at the top of the housing.

(refer to diagram 2):

To install the cable, proceed as follows (refer to diagram 3): 

Remove the wire clamp screw and the three contact screws L(4) N(5)

Fasten the wires beneath the screw heads using the following color scheme :Blue (N) Brown (L) Yellow-

supply cable in place with the clamp and close the cover of the terminal board.

 Electrical connections must be carried out by a suitable qualified person and in accordance with

all relevant local building and installation regulations.
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Bringing it all together

Provision for Ventilation
The appliance housing used must provide adequate ventilation. 
For built-in installation, a minimum ventilation space of  
85 – 90mm x 40mm must exist between the rear of the appliance and the back of the housing 
or an adjacent wall.
If a tall housing is to be installed flush with the ceiling, a 20cm² ventilation cut-out must be 
provided at the top of the housing.

(refer to diagram 2):

To install the cable, proceed as follows (refer to diagram 3): 

Remove the wire clamp screw and the three contact screws L(4) N(5)

Fasten the wires beneath the screw heads using the following color scheme :Blue (N) Brown (L) Yellow-

Green    .Fasten the supply cable in place with the clamp and close the cover of the terminal board.

Warning: Connections must be in accordance with the relevant local building and installation regulations.
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Installing your Built-in Oven
Bringing it all together

Provision for Ventilation
The appliance housing used must provide adequate ventilation. 
For built-in installation, a minimum ventilation space of  
85 – 90mm x 40mm must exist between the rear of the appliance and the back of the housing 
or an adjacent wall.
If a tall housing is to be installed flush with the ceiling, a 20cm² ventilation cut-out must be 
provided at the top of the housing.

(refer to diagram 2):

To install the cable, proceed as follows (refer to diagram 3): 

Remove the wire clamp screw and the three contact screws L(4) N(5)

Fasten the wires beneath the screw heads using the following color scheme :Blue (N) Brown (L) Yellow-

Green-Fasten the supply cable in place with the clamp and close the cover of the terminal board.
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Model Ref.

Serial number

Date of purchase

Lines open 8am-7pm Monday to Saturday and 10am-4pm Sunday.



crossed out wheelie bin



Thank you for choosing Bush. Your new product is guaranteed against faults and 
breakdowns for 12 months. Don’t forget to register it with us today so we can provide 

you with our best possible after-sales service and useful updates.

FREEPHONE*

The guarantee is subject to the following provisions: 










